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Product Catalog

lllustration of Clothing Category Process

Crewneck T-shirt Sewing Craft

Down Jacket Sewing Technology

Jeans Sewing Technology
POLO Shirt Sewing Technique

Shirt Sewing Technology

Crewneck Hoodie Sewing Technology

Men's Underwear Sewing Technology

Women Panties Sewing Craft

Men's Trousers Sewing Technology

Lockstitch Series

A. M. H Small Order And QuickReorders Lockstitch Machine

A4B Anti Thread-off Computerized Lockstitch Machine

F5 Power Saving Direct Drive Lockstitch Sewing Machine

A2B Auto Trimmer
A6F-E Large Operation Space Computerized Lockstitch Mahcine

JK-58450J) Computerized Double Needle Lockstitch Machine

JK-5559F-W Computerized Edge Cutter Lockstitch Machine

JK-8558G Power Saving Chain Stitch Machine

H5-A Synchronous computerized heavy duty lockstitch machine

Overlock Series
C4 Full Automatic Overlock Machine With Voice Guide

C5F Super fast computerized overlock machine

(5S Short Thread Remaining Light And Heavy Quick Adjustable More Efficiency And Durable

€4S Light And Heavy Adjustable Power Saving Overlock Machine

JK-797TDI Small Cylinder-bed Variable Top Feed Power Saving Overlock Machine

(5T Integrated differential feeding high speed computerized overlock machine
JK-797TDI Small Cylinder-bed Variable Top Feed Power Saving Overlock Machine

Overlock Process Device
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19
21
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25
25
26
26

27
29
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32
33
34
35

Interlock Series

JICK

World No.1

K6-A Super Fast Intelligent Interlock Machine

AT510-A Automatic bottom hemming machine

Special Machine Series

M9 Anti-thread breakage template machine

M7 Super high speed template machine

M5 In-line template machine

JK-T9270G High speed Feed-off-arm Machine

Hanger System series
HS6/HS6-D Standard line,Basket Line

39
K5€E Large Operation Space Computerized Lockstitch Mahcine 41
W4S High Speed Computerized Flat-bed Interlock Machine 42
JK-8670G-UT High Speed Computerized Small Cylinder-bed Interlock Machine 43
JK-8009VCDII/UTL High Speed Computerized Multi-needle Machine 44
JK-8740C Four-stitch and Six-thread Jointing Machine With Curved Arm 45
JK-1500C-UT High Speed Feed-Up-The Arm, Cylinder Bed Interlock Machine 45
JK-8787-UT Small Square Head Computer Sewing Machine 46

46

49

50

51
MG-80AP Small Process Template Sewing Machine 52
JK-T1900G Multi-Function Computerized Bartack Machine 53
JK-T430G High-speed electronic bartack machine 55
JK-T1903GR-DII Electronic Button Attaching Machine 56
JK-T1790G Super Fast Computerized Button Hole Machine 57
JK-T781G New Integrated Electronic Lockstitch Buttonholing Machine 58
JK-T1377€ Integrated Computerized Button Attaching Machine 59
JK-T373G Integrated Computerized Button Attaching Machine 60
JK-T9820G Programmable Electronic Pattern Sewing Machine Series 61
Programmable Electronic Pattern Sewing Machine Series 62
JK-T5878-68/78B Automatic Pocket Welting Machine 63
JK-T5878-58G Automatic Placket Setting Machine 64

64

67

68

HI6 Chain high line
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| Round collar T-shirt world No.1

production process steps:

Style features: ribbed collar, double-needle rolled hem at the bottom hem and cuff edges;
Accessories: ribbed collar with embossing, size label, logo, washing label;
Overall process: cutting - sewing - ironing - quality control - hangtag - packaging.

13belling ()= == === == == == m i m e P TS S mm—m—ooso-oo—o-oo- ® back neck

_________________ @ Stitching collar

Joining shoulder
seam @

rollcollar G®===-=-===--

——————— @ sleevejoining

rollline D=============fe=--oc-o--o0" | e @® sleeve cuff

Front-back parts
SeaMIiNgwss abeling Oy

I Lockstitch series

_________________________ labelling

Sewing thread parking arrangement,
process and recommended prototype

location Process machine type Recommend machine

. eedt
wire head pneumatic computer)

C55(No need to cut the
wire head pneumatic computer)

v
v
v

Clothing category process diagram | 08



I Down jacket main process

production process steps:

Style features: hooded style, hem folding, front and back piece dark thread sewing
Accessories: duck/goose down, zipper, size label, trademark, washing label

Hat brim seaming @

attaching label @--------

Jointing front, back
and collar seperately

attaching

placket Z|pper.' Ty

setting zipper (- - - /==~ -
pocket

cuff sewing @- -

Sewing thread parking arrangement,
process and recommended prototype

attaching zipper

on the hat G------- c=== o
attaching collar @ ------

-<® backjointing

-<® lining sewing

attaching sleeves @

- attaching
@ water label

Note: The quilting thread of the front and back
pieces of this product is dark thread, so the
template machine cannot be used for quilting the

can be used to stitch the small pieces one by one. If
the sewing thread is open, the template machine

I jeans main process

JICK
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O Sewing waistbands

Buttonhole @~ and waistbands

can be used directly

T
1
1
' H
H [
H 1
H 1
H 1
1
! front and back pieces, only the flat sewing machine |
i :
H 1
H 1
H 1
H 1
H ]

oo

folding positioning

""" @ of the hat brim

______ (® Jointing front, back

and collar seperately

_______ (@ sleeve sewing

- -% - - -® front, back,
sleeveSJomt\ng

<-3--@ front, back,
sleeveSJomt\ng

______ bottom folding

location Process machine type Recommend machine
”,-V 4{ @ Hat brim seaming H lockstitch H ASE-A king of quick reorders |
E% v
- folding positionin i _A ki i
P 4{ o theghgt S g }—{ lockstitch H A5E-A king of quick reorders |
v
4 @ attaching zipper template
7 on the hat machine . MX-100A,M5 .
save labor, high efficiency, good quality
v
v - pattern . ; . ;
4{ @ attaching label H Eeckhing JK-T2210save labor, high efficiency, good quality
E —7 -
" Jointing front, back ; ; ;
. 4{ and collar seperately }—{ lockstitch H ASE-A king of quick reorders |
v
E 4 <| @ back jointing trﬁgﬁ_]l?nts }7 MX-100A,M5
Ezj save labor, high efficiency, good quality
v
autom.atic M2512, automatic pocket attaching machine
machine
4 attaching : Al :
E B 4| @ el |—| lockstitch |—| ASE-A king of quick reorders |
y7 v
!; 4‘ lining sewing }—‘ lockstitch H ASE-A king of quick reorders |
, v
/é ; 4‘ @ cuff sewing H lockstitch H A5E-A king of quick reorders |
i v
E 4, 4{ bottom folding H lockstitch H ASE-A king of quick reorders |
_ v
4 setting zipper template
# pocket machine ~MX-100A,M5 .
save labor, high efficiency, good quality
v
arlgltaocrl‘?i?lteic |—| AT570 automatic pocket welting machine |
v
# @ sleeve sewin template
/ E machine MX-100A,MS-100A
save labor, high efficiency, good quality
v
E - —' LAk ting |—| lockstitch |—| ASE-A king of quick reorders |
7 h4
; 4{ attaching collar H lockstitch H AS5E-A king of quick reorders |
= v
E , 4‘ @ attaching sleeves H lockstitch }7 ASE-A king of quick reorders
= v
— @ 2ttaching template MX-100A,M5
> placket zipper machine save labor, high efficiency, good quality

Clothing category process diagram | 09

Patch pocket @~

Bartack

am @------- 5
am @-------4----
ing@------- 4

i I (@ Sewn front pockets

- W (3 seam placket

Sewing thread parking arrangement,
process and recommended prototype

locatio

n Process

machine type

back seam @r

Back wave seam

Sewing Pants @ - - - - - - - - i ® back pocket

folding bottom

@ Nail leather sign

® Back pocket
decorative seam

(@ back pocket

Recommend machine

4{ @ Patch pocket

Double needle machine

JK-58450J-405€ Double-needle
computerized lockstitch machine

v

JK-818 Button attaching machine

4{ @ Sewn front pockets

Electric Shank button/
press button machine

$2220 Front Pocket Hemming Machine
JK-58450J-405€ Double-needle

v

computerized lockstitch machine

-
-
H

Double needle machine

front pocket folding bottom machine

S2410VF1automatic placket
decorative thread sewing machine
JK-58450J-405€ Double-needle

v

computerized lockstitch machine

feed-off-arm machine

~ S22671HP 3-needle feed off .
straight-arm chainstitch sewing machine

v

JK-T9280D-73-2PL
directdrive feed-off-arm machine

@ Back pocket
decorative seam

Computer pattern machine

JK-T3020-D programmable
eletronic pattern sewing machine

A4

@ back pocket
folding bottom

Automatic pocket bottom
folding machine

B700 Automatic pocket edge hemming machine

4{ @ back pocket

Automatic pocket
attaching machine

B2501 Automatic pocket attaching machine |

A4

4{ . Back wave seam

feed-off-arm machine

S2261HP 3-needle feed off )
straight-arm chainstitch sewing machine
JK-TS280D-73-2PL

v

directdrive feed-off-arm machine

@ Side seam

Automatic side
seam overlock machine

V800.1 Automatic side seam overlock machine
JK-T798TE-5 Five Thread Variable Top

v

Feed Computerized Overlock Machine

4{ Inseam

feed-off-arm machine

|_|
H
H
H
H
|_|
H

S2261HP 3-needle feed off
straight-arm chainstitch sewing machine
JK-T9280D-73-2PL

directdrive feed-off-arm machine

4{ Sewing Pants

}—{ Auto Sewing Pants machine

S4650 Automatic trouser looping Machine

A4

Computerized round

JK-T9820-01-D eletronic

v
Sewing waistbands i B . V300 SERIES automatic trouser
@ 200 Waictbonde Automatic waistbands machine waist sewing machine |
A4
4{ @trouserhemming H trouser hemming machine S3022BHE Trouser leg hemming machine |
A4
B . f JK-T2210-F1 programmable
4' @ Nail leather sign |—| computer pattern machine eletronic pattern sewing machine
A 4

4{ @ Buttonhole

}_{

head buttonhole machine

eyelet buttonholing machine

i 4{ ‘Bartack

v
H computer bar tacking machine

JK-T1900GHK computerized bartacking machine

TIITT L T T ITTITT T T 11

Clothing category process diagram | 10



| POLOshirt making process steps

collar
Attach ribbed collar (&)
Make plackets
Bartacking cuffs or
pressing with lockstitch

Fitted while placing the
composition label 6n 1side @-

Bartacking cuffs or
pressing with lockstitch

Rolled seam at the foot
e e beiroteces -

Sewing thread parking arrangement,
process and recommended prototype

location Process machine type

@) Attachthe back (@ Pressed collar line

___________ (® Joining shoulders

{1 Attach sleeves

________ Upper threaded
/ @ cuffs

-3 Patch pocket

@ open placket @ 531N OPENING @) b it100 hole @ button attach

of the placket

D Laevr\;wegdugsesgtf Make hem gusset

Recommend machine

4' @ Rl e b oteces |—|Auﬁgmﬂﬁgﬂl§ﬁfﬁzml—| AT525Platform-type automatic roll hem

Fourthread
overlock

AL

@ Up erthreaded

. (55Noneedto cutthe
wire head pneumatic computer

4{ @ Patch pocket

JK-2512 Auto pocket machine

Auto pocket
machine
v

M5 In-line template machine

template
machine
v

@ Open placket

i

}——{ Asuéﬂ%ztiﬁ;’clgicﬁgt HJK—T5878—586 Automatic Placket Setting Machine

M5/80A smart process lockstitch

v
template
machine
v

. (55Noneedto cutthe
wire head pneumatic computer

Four thread
overlock
v

AN
-

. Four thread
@ Attachribbed collarH overlock

C5S No need to cut the
wire head pneumatic computer

4{
4{

AS5E-A king of quick reorders

v
?[‘)'tgcrhtmba(k }—{ lockstitch H
v

Make plackets |—| lockstitch |—| AS5E-A king of quick reorders
v
) @ Seal the opening Four thread C5S No need to cut the
of the placket overlock wire head pneumatic computer
v

. . Pressed collar line H lockstitch H

ASE-A king of quick reorders

v

Four thread
@ Attach sleeves H overlock

C5S No need to cut the
wire head pneumatic computer

Four thread
overlock

C5S No need to cut the
wire head pneumatic computer

v

Auto sewn-in
lable machine

Gl21 Auto sewn-in lable machine

v

11 ?
v
12 Fitted while placing the
composition label on 1side
1 1 §

3 @ raw edge of Four thread
hem gusset overlock

. (55Noneedto cut the
wire head pneumatic computer

Automat|c hem
sewmg machine

4{ Make hem gusset

At520 Automatic hem sewing machine

template M5 In-line template machine
machlne
E S 4{ @ S }—{ Bartackmg H JK-T1900GSK No need to cut the thread
v
E o) 4{ (©) tzingeuttsor }—{ Bartacking H JK-T1900GSK No need to cut the thread
v
%‘*%‘,::m];' @ button hole |—| Bartacking |—| JK-T1790G No need to cut the thread
v
®© . b button .
utton attach attaching JK-T1903GR Automatic buckle studs

Clothing category process diagram| 11

| main process

Pinning @----=---=--=--=---

Sew the sleeves
onto the clothes O

Line pressing v _ ______|
atsleeve @

Sewing sleeve slits (Q-=====--==

Make cuffs, cuffs  qo oo oo o o)
sewn to the sleeves

Patchside seams ()---=-=-=-=-=-=--=-- .

Sewing thread parking arrangement,
process and recommended prototype

location Process

the superior and
@ subordinate leader

_____ ® Do the placket

Hemming
-@ pocket opening

Make keyholesin
----® the placket and cuffs

Make keyholes in
----® the placket and cuffs

machine type

JICK

World No.1

_____ Stitched over
® the shoulder

_____________ @ Roll hem

Recommend machine

4{ @Pinning H

auto sewing machine

GL11 Collar label automatic cutting
and folding sewing machine

v

’ @ the superior and
subordinate leader

template machine
auto sewing machine

v

M5 In-line template machine
UAMO3 Collar/sleeve automatic sewing machine

(@) he bright line
of sleeve and collar

auto sewing machine

MSAO1 Collar and cuff topstitch machine |

v

chain flat sewing machine

JK-8558G-1semi-dry machine head |

v

Sew the sleeves
onto the clothes

chain flat sewing machine

JK-8558G-1semi-dry machine head |

@ Llne pressing
atsleeve

v

| @ Do the placket

Multi-needle machin lockstitch

v

JK-8009VCDI direct drive multi-needle
ASE large operation space computerized lockstitch

@ Make keyholes in
the placket and cuffs

auto sewing machine

v

MAO04 automatic buttoholes indexer
MA17 Automated Buttonholes and Button for Cuffs

Hemming
pocket opening

auto sewing machine

M2412 automatic pocket hemming machine

v

4{ @Patchingpocket

template machine
auto sewing machine

v

M5 In-line template machine
M2512 automatic pocket attaching machine

I

Make keyholes in
the placket and cuffs

auto sewing machine

v

MAO6 Button indexer
MA17 Automated Buttonholes and Button for Cuffs

7 4| @Sewingsleeveslits

auto sewing machine

UAMO4 Sleeve placket setter |

v

. Make cuffs, cuffs
sewn to the sleeve

template machine
auto sewing machine

v

M5 In-line template machine
UAMO3 Collar/sleeve automatic sewing machine

4{ @ Patch side seams

feed-off-the-arm

JK-T9270D-12-2PL direct drive feed-off-arm machine

v

Stitched over
the shoulder

template machine

M5 In-line template machine |

v

111 11

4{ @Rollhem

lockstitch

N A e R

ASE-A king of quick reorders |

Clothing category process diagram | 12



I Crew neck sweater production process steps

collar label stitching

joining shoulder seam

Fitted, including,
label setting

I

Ih

[T

T LU

ribbed upper
cuffs attaching

Sewing thread parking arrangement,
process and recommended prototype

location Process

ribbed collar
attaching

-(@ pocket attaching

machine type

L1

Recommend machine

@ Ribbed loop
patchwork

Automatic
nitting machine

AT540 Automatic threaded sleeves machine

NAAAANAA L

v
Collar / hem lockstitch ) )
4{ @ ribbing patchwork H machine ASE-A king of quick reorders
v
@joining shoulder Four thread C5S Thread cleanness pneumatic
seam overlock machine computerized overlock sewing machine
v
; Four thread C5S Thread cleanness pneumatic
@ sleeve attaching overlock machine computerized overlock sewing machine
v
Fitted, including Four thread C5S Thread cleanness pneumatic
@ ! pn .
label setting overlock machine computerized overlock sewing machine
v
@ ribbed upper Four thread C5S Thread cleanness pneumatic.
cuffs attaching overlock machine computerized overlock sewing machine
v
@ ribbed collar Automatic 797T/FRO9 automatic collar
attaching knitting machine attching overlock machine
v
; ; Four thread C5S Thread cleanness pneumatic
ribbed hemming overlock machine computerized overlock sewing machine
v

4{ @ seam stitching

}—{interlock machineH

K6 super fastintelligent sewing machine

collar label
stitching

ASE-A king of quick reorders

v
Hlockstitch machineH
v

QRN

4{ @ pocket attaching

Automatic pocket
attaching machine

JK-2512 automatic pocket attaching machine

Clothing category process diagram | 13

v

programmable large-area
pattern sewing machine

M5 In-line template machine

9 seam stitching

Collar / hem
ribbing patchwork

-9 seam stitching

(© seam stitching

Ribbed loop
patchwork

Collar / hem
ribbing patchwork

I Main process steps of men's underwear

JICK

World No.1

elastic tape
attaching

elastic attaching @-

_______________ ® Top hemming

frontjoint
sewing X3

frontand back
partjointsewing

bottom part joint sewing
with front and back part

Sewing thread parking arrangement,
process and recommended prototype

lable attaching

______________ @ bottom hemming

Recommend machine

C55/KS Thread cleanness pneumatic
computerized overlock sewing machine

C5S/KS Thread cleanness pneumatic
computerized overlock sewing machine

C55/KS Thread cleanness pneumatic
computerized overlock sewing machine

JK-T1906GPA-3-D(touch screen)
automatic rubber banding machine

location Process machine type
; —
Ejg{ @) Sreom'jitnjg';; }—{ Overlock }—{
v
Eﬁ;% @ Siemeisiseuina |—| overlock |—|
v
front and back
@ partjoint sewing Overlock
v
4{ @elasticattaching }—{ EIaSticattacmng }—{
machine
v

elastic tape
—{ ®atta(hing }—{ Overlock/Interlock }—{

AT530 Automatic Elastic Banding Machine |

K6-UTL-01GBx356/PL-S2 super
fastintelligent sewing machine

NNNNLS

K6 super fastintelligent sewing machine |

v
4{ @ Top hemming H Interlock }—{
v
4{ @ bottom hemming }—{ Interlock }—{
v
4{ lable attaching }—{ lockstitch }—{

GL11 Automatic collar attaching machine |

Clothing category process diagram | 14



I Main process

(@) side joint sewing

lace attaching (3)============,
® side bartack

sewing

bow sewing ®r

® bottom lace
attaching

bottom part
joint sewing

Sewing thread parking arrangement,
process and recommended prototype

location Process machine type Recommend machine
bottom part C5S/KS Thread cleanness pneumatic
=§ @ joint sewing overlock computerized overlock sewing machine
v
,;/ bottom lace . . . . . .
/ 4{ @ attaching H interlock HW4-D—05CBflat-bed|r|ter|ock machine with right-side cutter
v
3 Overlock C5S/KS Thread cleanness i
. pneumatic
@ lace attaching stitching computerized overlock sewing machine |
v
F]?’—{ @ side joint sewing |—| Zigzag machine|—| JK-2284B computerized direct drive zigzag sewing machine
v
@ S|de.bartack bartac!(mg JK-T1900GSK computerized bartacking machine
sewing machine
v

NIN

4{ @bowsewing }—{ brargiﬁkrllre]g H JK-T1900GSK computerized bartacking machine |
|

Clothing category process diagram| 15

button attach @

suture sewing for
front and back piece

side pocket sewing @~

frontand back
piece edge sewing

@

Sewing thread parking arrangement,
process and recommended prototype

location Process

__________ -{) snap button attach

JICK

| Men's suit pants sewing process world No.1

loopsewing @r==-==-====-=--

_—
® loop sewing bartack @---- MIEIEI!
and attaching

@ eyelet button hole
® zipper sewing

________ back pocket sewing

______________ (© crotch edge sewing

two sides

A !

joint sewing

{® blind sewing

machine type Recommend machine

4{ @ button attach }—{

button attach JK-T1903GR automatic button attaching machine

v

@ loop sewing
and attaching

lockstitch AS5E-A king of quick reorders

v

@ suture sewing for
- front and back piece

template machine M5 In-line template machine

v

@4{ @ eyelet button hole H

eyelet button hole machine JK-T9820 eletronic eyelet buttonholing machine

v

4{ @zippersewing }—{

lockstitch

v

C5S Thread cleanness pneumatic

three-thread overlock sewing computerized overlock sewing machine

AS5E-A king of quick reorders |

front and back
@ piece edge sewing

v
/ 4{ @ loop sewing H interlock W4-UT computerized flat-bead interlock machine
v
4{ @ bartack H bartack JK-T1900GS computerized bartacking machine
v

’ 4‘ backpocketsewing}—‘

template/auto machine M5 In-line template machine

JK-T5878-68Automatic bag opening machine

v

interlock (4-02X250 pocket binding sewing machine |

v

=§ 4‘ backpocketsewingH
j 4‘ @ crotch edge sewing}—‘

interlock (4-5-53/233 tape attaching sewing machine |

v

4‘ @crotchsewing H

lockstitch ASE-A king of quick reorders |

v

two sides
joint sewing

lockstitch AS5E-A king of quick reorders

v

4{ (i1 snap button attach }—{

snap button JK-T1903GAK hidden button sewing machine

v

4| @ blind sewing |_|

blind sewing

v

4{ @sidepocketsewingH

lockstitch ASE-A king of quick reorders

S A I I R

Blind stitch machine |

Clothing category process diagram | 16




//// UNLOCKTHE POTENT
OFALL FABRICS

A. M.H fabric adaptive system has strong fabric

adaptability and can quickly sense fabric change

I Lockstitch series

N e AW e




JCIK
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UNLOCK THE POTENTIAL OF ot )
ALL FABRICS |

Octopus Nine-brain Al Chip: intelligent perception and response to fabric changes in real-time

*200,000 sets of data models + 10,000 times/second nine-brain computing power + intelligent Al algorithm

/
/ y /

all us Nine-brain

Easy to sew 10 layers of denim + copper plate Easily puncture 105 layers of A4 paper

Motor

o a

Vigorously Ape Motor: Large Torque, Strong Explosive Power

«High torque density technology: the comprehensive torque reaches 8.4 N.M, which is 15% higher than that of
the motor with the same volume

—
e

operating space 305X130mm

Max.speed 5000 5000 5000 3500 3500
(S.p.m)

volume (mm) 690x295x550

v

5mm stitch length 7mm stitch length,
oil-free extra thick fabric
Suitable for sewing all Suitable for sewing
kinds of small orders disposable
and quick reorders Slippers and other
fabrics special thick fabrics

5mm stitch length 7mm stitch length
Bird's Nest prevention type Suitable for sewing
Suitable for beautiful home textiles/curtains
stitch requirements /Non-woven fabrics
fabric sewing and other fabrics

Smm stitch length
Suitable for sewing all
Applicable fabric kinds of small orders
and quick reorders
fabrics

Flat sewing machine series | 20
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A4B F5

Anti Thread-off Computerized Lockstitch Machine Anti Thread-off Computerized Lockstitch Machine

&£ o, % _

JOCK

able for clothing

shirts, suits, pants, down jackets, etc.
items such as

100 times the starting
sewing and threading times

start sewing thread on

100 Bottom thread clampping to anti accurate stitch length,stable
08 thread-off while starting sewing. and reliable
98
96 L 2 0% increase in motor torque Y. AT SR
6 5.6
94 | 5 4.66 Power saving and high efficiency Easy and smart panel
92 .
92 | 3
2
90 \ N oy [ L
i B- /I*\ { ’ Oth A4B I‘F_il ‘ A % A M H =‘ N%W
88 ) ) ) ) — - (mm) (S.p.m) (mm) (mm) (kg)
stepping motor control presser stepping motor control,lighter noise
Other brands AaE foot lifting,light and convenient fs DBx111-18# 5 c s 13 5000 J J 690%295%550 40/47
. . L ) - ) F5-H Dbx511-18# 2 5 5-13 3500 v 690x295x550 40/47
Industry-leading control algorithms, optimization programs, improve the stability of starting
sewing, reduce starting sewing off-thread and breakage problems, and increase factory efficiency by 10%. F5-HL-7 DPx518-21# 2 5 5-13 3500 v 690x295x550 40/47
F5-7 Dpx118-21# 2 5 5-13 3500 v N 695x320x550 40/47
| E— - A NwW
=5 A X X O .y o i Yon
T— = (mm) (mm) (S.p.m) (mm) (kg)
A4B-A-C DBx111-18# 2 5 5-13 5000 N 690%295x550 40/46
A4B-A-CH-M DBx111-18# 2 5 5-13 5000 Ni 690%295x550 40/46
A4B-A-C-7 DBx111-18# 2 7 5-13 3500 v 690%295x550 40/46
A4B-A-CH DPx518-21# 2 5 5-13 3500 v 690%295%550 40/46
A4B-A-CH-7 DPx518-21# 2 7 5-13 3500 v 690x295x550 40/46
A4B-A-CHL-7 DPx518-21# 2 7 5-13 3500 v 690x295x550 40/46

Note: Configured with automatic thread trimming, automatic reverse sewing, automatic lifting of presser foot, electronic thread clamp function, 5mm needle pitch, optional 7mm (-7) pitch.
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A2B A6F-E-PK

Auto Trimmer Computerized needle feeding lockstitch machine

| S

——

“, e 1\%

Suitable for clothing
shirts, suits, pants, down jackets, etc. items such as

— RSN
=

shirts, suits, pants, down jackets, etc.

Normal Machine:Thread A2B: Thread

\CER”

Sealed Qil Pan e

High-voltage Low-voltage Integrated back puller, automatic Feed smoothly; Avoid of layers Beautiful stitches without short Sesled oil pan, no oil, no trouble.
needle pitch synchronization offset. thread tail.
MAX.10mm
Automatic thread trimmer, Power saving and high efficiency Save thread For light and heavy fabric P _ ) = NW
achieve high efficiency =g A 4 _t A M H - o
T— - (mm) (S.p.m) (mm) (mm) (kg)
A6F-E DBx111-18# 2 4.5 5-13 4000 v v 710x355x580 44/51
— - A NW
=g 'y A ( ) '1;/ A M H i/ o A6F-EH DPx518-21# 2 45 5-13 3000 v 710%355x580 44/51
T— - (mm) (S.p.m) (mm) (mm) (kg)
A6F-E-PK DBx111-18# 2 4.5 5-13 4000 v v 710x355x580 46.5/53.5
A2B-C DBx111-18# 2 5 5-13 5000 v v 645x248x550 30/36.5
A6F-EH-PK DPx518-21# 2 4.5 5-13 3000 v 710%x355%580 46.5/53.5
A2B-CH Dbx518-21# 2 5 5-13 3500 v 645x248x550 30/36.5
A2B-CH-7 DPx5 18-21# 2 7 5-13 3500 v 645x248x550 30/36.5 Note: PKis integrated rear puller, factory standard.
A2B-CH-M Dpx111-18# 2 5 5-13 5000 vV v 645x248x550 30/36.5
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JK-58450J

Computerized Double Needle Lockstitch Machine

‘! ...
|

¥

¥ -

Lo oot i |

MTNELIERGIRE GG Double-needle sewing traces at straight angles
items such as and corners for denim and other fabrics

THICKTHREAD 5005

straight knife thread cutting,thick and thin thread adaptable

Auto corner sewing

|F_i.: Application Function tﬁ;gs i -1_;/ i/ Ven
(mm) (mm) (S.p.m) (mm) (kg)

JK-58420J-A-103 A/H DPx511-16# Straight Stitch 4 7-13 3000 720%310%660 53/63
JK-58420J-A-105 A/H DPx5 14-22#  Straight Stitch 5 7-13 3000 720%310x660 53/63
JK-58450J-A-103 A/H DPx511-16#  Corner Stitch 5 7-13 3000 720%x310x660 53/63
JK-58450J-A-105 A/H DPx5 14-22# Corner Stitch 5 7-13 3000 720%x310%660 53/63
JK-58720J-A-103 A/H DPx511-16#  Straight Stitch v 7 7-13 3000 720%x310x660 53/63
JK-58720J-A-105 A/H DPx5 14-22#  Straight Stitch N 7 7-13 3000 720%x310x660 53/63
JK-58750J-A-103 A/H Dpx5 11-16# Corner Stitch v 7 7-13 3000 720%x310x660 53/63
JK-58750J-A-105 A/H DPx5 14-22# Corner Stitch v 7 7-13 3000 720%x310%660 53/63

JK-5559F-W
Computerized Edge Cutter Lockstitch Machine

R T
G

104bs 2000s 30005 |
o J

Noiseless reverse sewing,
quiet and comfortable.

Stepping motor control, accurate
stitch length

Suitable for clothing

) shirts, suits, pants, down jackets, etc.
items such as

e
26mm Blanking space

Stepping motor control presser
foot lifter, less effort and more
convenience

|‘F—i| l ‘ & J;/ O Oil supply cutter needle :’ N%w
— — (’m‘m) m (s.p.m) through head gauge (mm) (kg)
JK-5559F-W DBx111-18# 2 5 4-9 4000 without oil 1/8. 1/4 690x292x550 39.5/455
JK-5558G-A DBx111-18# 2 5 413 4000 W\'/tvri‘tiuéif" 18 645x248x550 32/387
JK-5558G-A-T DBx111-18# 2 5 413 3500 with oil 3/16 645x248x550 32/387
JK-5558G-A-W DBx111-18# 2 5 413 4000 without oil 1/8 645x248x550 32/387
JK-5558G-A-WT DBx111-18# 2 5 413 3500 with oil 3/16 645x248x550 32/387

Note: 1. Bis direct drive model, equipped with domestic hook, optional imported hook.
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World No.1

JK-8558G

Power Saving Chain Stitch Machine

Two needle gauges (JK-8560G)

[ ] L

SNCLIEEGTRE G Umbrella, denim, T-shirt, and other chain
items such as stitching traces

Rear puller chain stitch
— ' = Needle J;/ —( N
=g Needle Array Ll» l i A Distance A M H i/ Vou
— (mm) B (mm) (mm) (S.p.m) (mm) (kg)

JK-8558G-WZ(Ya) slant type double needle  1/4 TVX7 14#
JK-8558G-1-WZ slant type double needle  / TVXT7 14#
JK-8558G-2-WZ single needle / TVXT7 14#
JK-8558G-WHZ(¥4)  vertical double needle  1/4 TVX7 18#

JK-8560G-WZ(¥s) slant type triple needle ~ 1/8 TVX7 14#
slant type triple

4 5(knee control10-12
5(knee control10-12
5(knee control10-12
5(knee control10-12)

) 4000 670*275*595 38/46
)
)
)
5(knee control10-12) v
)
)
)

3500 670*275*595  38/46
4000 670*275*595  38/46
v 4000 670*275*595  38/46
4000 670*275*595  38/46

w W w w NN =N
[< N N - N U N SN
NN N N N NN

P S P Y

JK-8560G-WHZ(Y6)  neecie's clamnteeth ~ 1/8  TVX7 18# 5(knee control10-12) v 3500 670275595  38/46
JK-8560G-WZ-PL(6)  pedimtopeledle, 18 Tx718# 5(knee control10-12 v 3500 670275595  38/46
JK-8560G-WPHZ(%) ~Trigonal treble needle ~ 1/8  TVX7 18# 5(knee control10-12 v 3500 670275595  38/46

Note: PL: rear puller. W: dry head, Z: Zhong Bang control box, P: Trigonal Three Needle, H: Heavy material

H5-A
Synchronous computerized heavy duty lockstitch machine

- / ¢

Strong in sewing thick materials,
high efficiency

IS 1

No knee press lift, no need
knees operation

Jack

TMELICEGTRE GGG Suitable for luggage, furniture, automotive

items such as supplies, outdoor products, sports goods, etc. Visual alternate quantity,

precise adjustment

Simple and user-friendly panel

= Application '} —’p Auto presser =/ Vo

— - (Fv;m) (mm) (S.p.m) foot lifter (mm) (ko)
H5-A-CZ-3 Normal material DPX17 20-23# 2 8 7-16 2200 / 720x280x570 36.5/44
H5-A-CZST-3 glove material DPX5 14# 2 8 5-16 2200 / 720x280x570 36.5/44
H5-A-CZXB-3 bag material DPX17 21# 2 8 5-16 2200 / 720x280x570 36.5/44
H5-A-CZA-3 light material DPX17 18# 2 8 7-16 2200 / 720x280x570 36.5/44
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Jack intelligent overlock

Easy to place and sew, lighter to handle,
more comfortable and efficient

I Overlock series




C4

Full Automatic Overlock Machine With Voice Guide

Suitable for clothing
items such as

3000S.p.m  4000S.p.m

The highest speed can reach 7000 S.p.m

5000S.p.m  6000S.p.m

7000S.p.m

Intelligent identification of fabric transmittance

Intelligent identification,
refuse tedious

stitch width adjustable,
widely applicable(C4-4/AD)

- e NW
|'l=i.' Functions l i D,\i‘setztlj'll?e \\@&' @' %3 =‘ AW
T— - (mm) (mm) (mm) (mm)  (S.p.m) (mm) (kg)

C4-02x250 Pocket Binding Seaming Dcx27 14# 2 4 5 5 4 0.7-2 3.5 7000 525x360x510  33/41
C4-3-02/233 Plain seam DCx27 11# 1 3 - 4 4 0.7-2 5 7000 525x360x510 33/41
C4-3-32R2/223 Narrow Sewing DCx27 9# 1 3 - 1.5 4 0.7-2 5 7000 525x360x510  33/41
C4WF-3-02/213 Non-woven Material DCx27 14# 1 3 - 4 8.5 - 5 7000 525x360x510  33/41
C4-4-M03/333 Plain seam DCx27 11# 2 4 2 4 4.6 0.7-2 55 7000 525x360x510  33/41
C4-4-M03/333/H/M Heavy duty DCx27 11# 2 4 2 4 4.6 0.7-2 6 7000 525x360x510  33/41
C4-4-M03/333/AD stitch width adjustable DCx27 11# 2 4 2 4-8 4.6 0.7-2 5.5 7000 525x360x510  33/41
C4MJ-4-53/233 Towel Ending DCx27 11# 2 4 2 4 4 0.7-2 5 7000 525x360x510  33/41
C4-5-53/233 Tape Attaching Seaming DCx*27 14# 2 5 3 4 4 0.7-2 5 7000 525x360x510  33/41
C4-5-03/233 5x5Stitch DCx27 14# 2 5 5 5 4 0.7-2 5 7000 525x360x510  33/41
C4-5-03/333 3x4Stitch DCx27 14# 2 5 3 4 4 0.7-2 5 7000 525x360x510  33/41
C4-5-M04/435 Denim fabric DCx27 19# 2 5 5 6 5 0.8-1.5 7 7000 525x360x510  33/41
C4-6-03/333 Plain seam DCx27 11# 3 6 3x2 4 4 0.7-2 5 7000 525x360x510  33/41
C4-6-M04/435 Denim fabric DCx27 19# 3 6 5x2.5 3.5 5 0.8-1.5 7 7000 525x360x510 33/41

notice:H/M:adaptability of thick and thin fabric.X optional (Suction pipe cutter).
suction device optional(front and rear suction device),total volume:525x360x640(mm),total weight 33/44(kqg).
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C5F

Super fast computerized overlock machine

30% faster production

Suitable for clothing
items such as

Up to 7000 rpm, starting andstopping 3 times faster

Servo thread trimming is 40%
faster

o

Fourth-generation electronic
control, stable and light

Digital control, Convenient

JICK

World No.1

durable

s

SIS

smm

and

..

Ultra-short thread head, no
need trimming

||F_i' Functions H i ‘ D’\ilsetzanCQe @ S %8 i =/ N%W

— - (mm) (mm) (mm) (mm) (S.p-m) (mm) (kg)
C5F-02x250 Pocket binding seaming DCx27 14# 2 4 5 5 0.8-4.2 0.7-2 35 7000 525x360x510 33/41
C5F-3-02/233 Plain seaming DCx27 11# 1 3 / 4 0.8-4.2 0.7-2 5 7000 525x360x510 33/41
C5F-3-32R2/223  Baby overlocksstitch DCx279# 1 3 / 1.5 0.8-4.2 0.7-2 5 7000 525x360x510 33/41
C5F-4-M03/333 Plain seaming DCx27 11# 2 4 2 2x4 0.8-4.6 0.7-2 6 7000 525x360x510 33/41
C5F-4-M03/333/H/M Heavy duty DCx27 11# 2 4 2 2x4 0.8-4.6 0.7-2 6 7000 525x360x510 33/41
C5F-5-53/233 Strip attach seaming ~ DCx27 14# 2 5 3 3x5 0.8-4.2 0.7-2 5 7000 525x360x510 33/41
C5F-5-03/233 5x5 DCx27 14# 2 5 5 5x5 0.8-4.2 0.7-2 5 7000 525x360x510 33/41
C5F-5-03/333 3x4 DCx27 14# 2 5 3 3x4 0.8-4.2 0.7-2 5 7000 525x360x510 33/41
C5F-5-M04/435 Jeans exclusive DCx2719# 2 5 5 5x6 0.8-5 0.7-2 7 7000 525x360x510  33/41
C5F-6-03/333 Plain seaming DCx2711# 3 6 3x2 3x2x4 0.8-4.2 0.7-2 5 7000 525x360x510  33/41
C5F-6-M04/435 Jeans exclusive DCx2719# 3 6 5x25  5x2.5x35 0.8-5 0.7-2 7 7000 525x360x510  33/41

Note: H/M: Wide adaptability to thickness, optional X (air suction pipe thread cutter). Optional SD (front and rear air suction device), optional loT (Internet of Things).
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C5s

Short Thread Remaining Light And Heavy Quick Adjustable

More Efficiency And Durable

Suitable for clothing
items such as

"

Short thread remaining, no need
extra trimming.

light(mesh)

Light to medium to heavy adjustable,

middle (knit) heavy (denim)

Widely range.

= |0 A osene W = = Ve

— - (mm) (mm) (mm) (mm) (S.p.m) (mm) (kg)
C5S5-3-02/233/KS (Plain seam) DCx27 11# 1 3 - 4 4 0.7-2 5 7000 525x360x630 33/44
C5S-4-M03/333/KS (plain seam) DCx27 11# 2 4 2 4 4.6 0.7-2 5.5 7000 525x360x630 33/44
C55-4-M03/333/H/M/KS (Heavydutyy DCx27 11# 2 4 2 4 46 0.7-2 6 7000  525x360x630 33/44
(C5S5-4-83/323/BK (Pneumatic back latching) DCx27 11# 2 4 2 4 4.6 0.7-2 35 7000 525x360x630 33/44
C5S5-5-03/233/KH (5x5stitch) DCx27 14# 2 5 5 5 4 0.7-2 5 7000 525x360x630 33/44
C55-5-03/333/KH (3x4stitch) DCx27 14# 2 5 3 4 4 0.7-2 5 7000 525x360x630 33/44
C5S-5-M04/435/AT (Denim fabric) DCx27 19# 2 5 5 6 5 0.8-1.5 7 7000 525x360x630 33/44
C5S-6-M04/435/AT (Denim fabric) DCx27 19# 3 6 5x2.5 35 5 0.8-1.5 7 7000 525x360x630 33/44

Note:KS:Vertical suction device; KH:Horizontal sunction device; AT:Pneumatic cutter trimming; H/M: Wide range for heavy
duty; Optional C5SW (Semi-dry)
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Light And Heavy Adjustable Power Saving Overlock Machine

Suitable for clothing
items such as

\\

lubrication

“Heavy ¢
Light Middle heavy (denim)

One machine to sew different
kinds of fabrics.

Needle bar avoid oil-leakage,
clean sewing.

One main shaft design, stable and fast. One key reset, easy learn and use.

||F_i' Functions ! i ‘ D'\i‘seti?lléae @ %3 i i/ N%W
—— - (mm) (mm) (mm) (mm) (S.p-m) (mm) (kg)
E4S-2 Fabric Joint Seaming DCx27 11# 1 2 - 6 4 0.7-2 3.5 5500 525x360x510 28/36
E4S-02x250 Pocket Binding Seaming DCx27 14# 2 4 5 - 4 0.7-2 3.5 5500 525x360x510 28/36
E4S5-3-02/233 Plain Seaming DCx27 11# 1 3 - 4 4 0.7-2 5 5500 525x360x510 28/36
E4S-3-82/233 Back Latching DCx27 11# 1 3 - 4 4 0.7-2 5 5500 525x360%x510 28/36
E4S-3-32R2/223 Narrow Sewing DCx27 9# 1 3 - 1.5 4 0.7-2 5 5500 525x360x510 28/36
E4SWF-3-02/213 Non-woven Material DCx27 14# 1 3 - 4 8.5 - 5.5 5500 525x360x510 28/36
E4S-4-M03/333 Plain Seaming DCx27 11# 2 4 2 4 4.6 0.7-2 5.5 5500 525x360x510 28/36
E4S-4-83/323 Back Latching DCx27 11# 2 4 2 4 4.6 0.7-2 5.5 5500 525x360x510 28/36
E4S-4-M03/333/H/M Heavy Duty DCx27 11# 2 4 2 4 4.6 0.7-2 6 5500 525x360x510 28/36
E4SMJ-4-53/233 Towel Ending DCx27 11# 2 4 2 4 4 0.7-2 5 5500 525x360x510 28/36
E4S-5-53/233 Tape Attaching Seaming DCx27 14# 2 5 3 5 4 0.7-2 5 5500 525x360x510 28/36
E4S-5-03/233 5x5 DCx27 14# 2 5 5 5 4 0.7-2 5 5500 525x360x510 28/36
E4S-5-03/333 3x4 DCx27 14# 2 5 3 4 4 0.7-2 5 5500 525x360x510 28/36
E4S-5-M04/435 Especially For Denim  DCx27 19# 2 5 5 6 5 0.8-1.5 7 5500 525x360x510 28/36
E45-6-03/333 Plain Seaming DCx27 11# 3 6 3x2 4 4 0.7-2 5 5500 525x360x510 28/36
E4S-6-M04/435 Especially ForDenim  DCx27 19# 3 6 5x2.5 3.5 5 0.8-1.5 7 5500 525x360x510 28/36

Note:H/M suitable for lioht and heavy: machinevolume:525*360*630(mm)weight 28/39(kg)
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JK-797TDI

Small Cylinder-bed Variable Top Feed Power Saving Overlock

Machine "

e

E e 4 :
148mm cylinder bed head

A

Top Differential de(/ice,

one machine multi-

C5T

Integrated differential feeding high speed
computerized overlock machine

Suitable for clothing

items such as

Top&bottom differential feeding,

Strong feeding ability for heavy

Higher presser foot height, Easy

Home cotton clothing, thermal underwear, home textiles, car seat cushions, etc

Voice quide, easy to operate

! / Stitch Length Adjust, function
Strong Fabric Feeding High-efficiency and Convenient

[ - Needle 4 J;/ a— N
|'-il Functions l ‘ Distance \\@ @' %8 i/ AW
- (mm) (mm) (mm) (mm) (S.p.m) (mm) (kg)
JK-797TDI-4-514-M03/333 Plain Seaming DCx2711# 2 4 2 4 38 0818 55 7000  525X360X510 28/36
JK-797TDI-4-514-M03/333/KS/FROT Peumatic fabrictensioner, pexp7 114 2 4 2 4 38 0818 55 7000  525X360X630 28/39
JK-797TDI-4-514-M03/333/KS/FRO2 mechanical fabric tensioner, pCx27 11# 2 4 2 4 38 08-18 55 7000  525X360X630 28/43
JK79TTDI-4-514-MO3/333/KS/FR06  Alomatic counterpelnt,  DCx27 11# 2 4 2 4 38 0818 55 7000  525X360X630 28/43
JK-797TDI-4-514-M03/333/KS/FR09  Automatic fabric feeding, DCx27 11# 2 4 2 4 38 0818 55 7000  525X360X630 33/48
JK-797TDI-4-514-M03/333/KS/FRO9E DCx2711# 2 4 2 4 38 0818 55 7000  525X360X630 33/48

E 1 AEEEERGENIK-797DIRFINSHS ERER. 2. KSREMRELZ, FROVURINETSANEFRE, FRO2AFMETTIIEFEE

3. FROGIFESHIEFRE, Bahxifi (FBHiE) ; FROGRFSEFRE, Batsl, Bl (FBRE) ; FROEMERSMEFEE, BNHERES
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Anti-split-layer for long piece material, more smooth for sewing for feeding&sewing and sewing
cross&ridge

|rl=i' Functions ! i ‘ D’\i‘seti?'llcee @ \@' ‘33 i :‘ e

_— - (mm)  (mm) (mm) (mm) (S.p.m) (mm) (kg)
C5T-4-M03/333  Plain = DCx2711# 2 4 2 4 4.6 0.7-2 5.5 6000  505x360x565 29.2/39.8
C5T-4-MO4/435  pemn'Guty DCx2714# 2 4 2 4 7 0.8-1.5 7 6000  505x360x565 29.2/39.8
C5T-4-A04/435  oiG205e DCx2714# 2 4 2 4 7 0.8-1.5 6 6000  505x360x565 29.2/39.8
C5T-5-03/233 5%5 DCx27 14# 2 5 5 5 3.8 0.7-2 5 6000  505x360x565 29.2/39.8
C5T-5-03/333 3x4 DCx27 144 2 5 3 4 3.8 0.7-2 5 6000  505x360x565 29.2/39.8
C5T-5-03/333/H 3x4 DCx27 14# 2 5 3 4 3.8 0.7-2 5 6000  505x360x565 29.2/39.8
C5T-5-A04/435  J&ans = DCx2719# 2 5 5 6 5 0.8-1.5 7 6000 505x360x565 29.2/39.8
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JK-797TDI/FRO9E Overlock Process Device

Auto Collar Attaching Machine
10h output1800pcs, increased by 20%

il

f Three Threads Basic Stitch Four Threads Basic Stitch Four Threads Patch Seam  Five Threads Basic Stitch (3X4)
C4-3-02/233 C4-4-M03/333 (shoulder strap presser foot) C5S-5-03/333/KH
C4-4-M03/333

Five Threads Basic Stitch(5x5) Six Threads Basic Stitch Six Threads Basic Stitch Six Threads Denim Stitch
C5S-5-03/233/KH C5S-5-M04/435/AT C4-6-03/333 C4-6-M04/435

Three Threads Three Threads Pneumatic Back Four Threads Pneumatic Pocket Binding Seaming

Condense Seaming Latch Seaming BacklLatch Seaming C4-02X250
C4-3-32R2/223 (C5S-3-82/233/BK C5S-4-83/323/BK

,‘..
i
®
Tape Attaching Seaming Towel Ending Non-woven Material Elestic Attaching
C4-5-53/233 C4MJ-4-53/233 CAWF-3-02/213 Device
MDK61

Large operating space, easy to operate

' - Needle “ .
— H ; \\@ ah hh air
|r-l I ! ler;anr;)ce o \% oYe) pressure voltage
JK-797TDI-4-514-M03/333/KS/FRO9E DCx27 11# 4 3.8 5.5 5500 40-150 0.8-1.8 0.5M 220V/550W . . . . . L . .
o FRO1Pneumatic Extension FRO2 Mechanical Extension  FRO6 Automatic Position FRO9 Fully Automatic Feeding,
Device Device Adjustment,Pneumatic Position Adjustment,
Extension Device Pneumatic Extension Device

notice:KS:side cutter KH: vertical cutter AT: pneumatic cutter
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K6-A Ultra Efficient Interlock
15 seconds/pc,2000 pcs/8h

I Interlock series




K6-A
Ultra Efficient Interlock

Tape Binding Covering Stitch

=D

Plain Seaming Covering stich(flattening)
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Bottom Hemming

Bottom Hemming
(Left-Side Cutter)

Elastic Lace Attaching

JICK

World No.1

Response speed for start Response speed for brake
Rotatingg . Rotating 4 . .
speed ! speed : :

5000 [~ 5000 [\ S REEEEEEEEEEEEEEE a--
JACK K6 |
! TIMEE(S)» JACK K6 i IME(S)
0 0.18 0.26 0 0.24 0.35

Y Super high speed, double production

Y Convenient for material putting and feeding, First choice for tabe binding craft

Covering stich with thin tube

[t | U A S w0 s e s &

T— (mm) - (mm) (mm) (S.p.m) (mm) (kg)
K6-A-UT-01GBplain seaming) 11#/14# 3 5 1.5-45 56/6.4 06-1.8 9 6200 N Vv 675*450*602 48/58
K6-A-UT2-01GB piain seaming) 11#/14# 3 5 1.5-45 56/64 0.6-1.8 9 6200 v Vv 675*450*602 48/58
K6-A-UT-35AC (eft Cutter 11#/14# 3 5 1.5-45 56/6.4 0.6-1.8 9 5500 v V  675*450*720 52/65
K6-A-UT-01GB/PL-S2 (RearTug) 1#/14# 3 5 15-45 56/64 06-1.8 9 6200 J Jy  675*450*602 48/58
K6-A-UT-01GB/CS (encryptionseam) ~ 11#/14# 3 5 1.5-45 56/6.4 0.6-1.8 9 6200 N J  675%*450*602 48/58
K6-A-UT-01GB/HG (Asomaichemioing) 11#/14# 3 5 1.5-45 56/6.4 0.6-1.8 9 6200 J J  675*450*602 48/58

Note: UT2 stands for computerized, standard equipped with thread wiper, without upper trimmer;
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K5E

Large Operation Space Computerized Lockstitch Mahcine

Efficiency increased,
by more than 21%
Ks

other

3woduj saseasdu|

AN
- 30001 45001 Work speed

High speed, high efficiency

— »
Precise trimming ,long life ,low sound Wide adaptability of fabric  One-key reset, easy operation
E Functions ! i i L! \\@ 533 i O — ”%w
- (mm) (mm) (mm) (S.p.m) (mm) (kg)
K5E-UT2-01GB Plain Seaming UY128GAS 11-14# 3 5 1545 5664  0.8-1.3 7 5500 670x445x595  52/62
K5E-UT2-02BB Tape Binding UY128GAS 11-14# 3 5 1545 5664  0.8-1.3 7 5500 670x445x595  52/62
K5E-UT2-03GB Covering Stitch for one side  UY128GAS 11-14# 3 5 15-45 5664  0.8-1.3 7 5500 670x445x595  52/62
K5E-UT2-08AC  Bottom Hemming UY128GAS 11-14# 3 5 1545 5664  0.8-1.3 7 5500 670x445x595  52/62
K6-A-UT-35AC Hem hem seam (left knife) UY128GAS 11-14# 3 5 1545 5664  0.6-1.8 7 5500 670x445x720  53/65

Note: 1.UT2 stands for computerized, standard equipped with thread wiper, without upper trimmer;
2. UT is optional for computerized type, standard with upper trimmer and thread wiper;
Also optional UTL pneumatic computer machine (pneumatic wire cutting + pneumatic presser foot).
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W45
High Speed Computerized Flat-bed Interlock Machine

Efficiency Increased By 40%.

T
I
>
g
[= —
o
3
a —
Z —

_ g ~ Heavy materials can ben sewing smoothly £ 4
w4 Conventional Interlock to 7mm Sewing Smoonthly Over Ridges. No Gathering On Fabric
Without Deformation

For light and heavy fabric, beautiful stitch

— L] - A— NwW

|Fi‘ Functions l ‘ u @ %8 i i/ AW

— = (mm) (mm) (mm)____ (S.p.m) (mm) (kg)
W4S-UT2-01GB  Plain Seaming UY128GAS 11-14# 3 5 15-45 5.6/6.4 0.65-1.3 7 5500 670x445x595 54/64
W4S-UT2-02BB  TapeBinding UY128GAS 11-14# 3 5 15-45 5.6/6.4 0.65-1.3 6 5500  670x445x595 54/64
W4-D-01GB Plain Seaming UY128GAS 11#-14# 3 5 15-45 56/6.4 0.65-1.3 7 5500  670x445x595 55
W4-D-02BB Tape Binding UY128GAS 11#-14# 3 5 1.5-45 56/6.4 0.65-1.3 6 5500  670x445x595 56
W4-D-05CB lacestitch  UY128GAS 11#-14# 3 5 1.5-45 506/6.4 0.65-1.3 5 5500 670x445x595 60
W4-D-23GBL L e UY128GAS 11#-14# 2 5 1.5-45 56/6.4 0.65-1.3 7 5500  670x445x595 555
W4-D-23BBL Large needle pitch )y 128 GAS 11#-14# 2 5 1.5-45 5.6/6.4 0.65-1.3 6 5500 670x445x595 56

rolling collar seam

Note: 1. UT2 stands for computerized; Not standard with scissors thread.
2.UT is optional for computerized type, standard with upper trimmer.
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JK-8670G-UT JK-8009VCDII/UTL
High Speed Computerized Small Cylinder-bed Interlock Machine High Speed Computerized

_sacK m
= i

Elastic attaching

Shirt-fronting

Suitable for clothing

items such as Suitable for baby cu ffsewing process

Tape attaching Waist band JK-8009HF
e 1] - A NwW
— l ! (m) 0O (mm) (S.p.m) (mm) (kg)

. . s ) Lo . JK-8009VCDIII-04064P/04080P/04085P/04095P/UTL -16# 7-40 6.4/7.9/8.7/9.5 52.5/57.5
Step cutting line lifting press Operate flexibly and CAM anti winding, Smooth crossing stalk, / / / / vomisaes 4 & 1740 /1981 8 39007 615400605 /

foot, h|gh efﬁc]ency gesture free[y farewell W|nd|ng even stitch JK-8009VCDIII-06048P /06064P/06080P/06095P/UTL UO113 14-16# 6 12 1.7-4.0 6.4/7.9/9.5 8 3500 615x400x605 52.5/57.5
JK-8009VCDIII-08064P/08085P/UTL Uo11314-16# 8 16 1.7-40 6.4/8.7 8 3500 615x400x605 52.5/57.5
- : o ‘ — W JK-8009VCDIII-12064P /UTL UO11314-16%# 12 24 1.7-40 6.4 8 3500 615x400x605 52.5/57.5

5 | A | L wn T ¥ e, el o 9o
— - (mm) 0O mm)  (mm)  (S.p.m) Presserfootlifter  presser footifter (mm) (kg) JK-8009VCDITI-13064-32P /UTL UO11314-16%# 13 26  1.7-4.0 6.4 8 3500 615x400x605 52.5/57.5
JK-8670GD | -01CBx356 #11 5 3 15-3.6 1:0.8-1:1.3 7.0 33.4 4000 x x x 65x42.8x60  40/50 JK-8009HF-04064-254P TVx5 19-21# 4 8 1.7-4.0 6.4-25.4-6.4 8 3500 615x400x605 52.5/57.5
JK-8670G-01CBx356/UT #11 5 3  15-36 1:.08-1:1.3 7.0 334 4000 v x x 65x42.8x60  48/58 JK-8009VCD I -04064P/04080P/04085P/04095P Uo113 14-16# 4 8 1.7-40 6.4/7.9/8.7/9.5 8 3500 615x400x605 52.5/57.5
JK-8670G-01CBx356/UTL #11 5 3  15-36 1:08-1:13 7.0 334 4000 x v x 65x42.8x60  45/55 JK-8009VCD I -06048P /06064P/06080P/06095P Uo11314-16# 6 12 1.7-40 4.8/6.4/7.9/9.5 8 3500 615x400x605 52.5/57.5

B . - 1:0.8-1:1.3

JK-8670G-01CBx364/UT #1530 1536 70334 4000 v * ¥ 65x42.8x60  48/58 JK-8009VCD I -08032P/08048P/08064P/08085P UO113 14-16¢ 8 16 17-40 3.2/48/64/87 8 3500  615x400x605 52.5/57.5

JK-8670G-01CBx364/UTL #11 5 3 15-36 1:08-1:13 7.0 334 4000 x v x 65x42.8x60  45/55
) . JK-8009VCD I -12032P/12048P /12064P UO11314-16%# 12 24 1.7-40 3.2/4.8/6.4 8 3500 615x400x605 52.5/57.5

JK-8670G-01CBx356/UTL/CS  #11 5 3 15-36 1:.08-1:13 7.0 334 4000 x v v 65x42.8x60  45/55
JK-8670G-01CBX364/UTL/CS  #11 5 3 1536 1:08-1:13 70 334 4000 « v J 65x42 8x60  45/55 JK-8009VCD I -13064-32P UO11314-16%# 13 26  1.7-40 6.4-3.2 8 3500 615x400x605 52.5/57.5
JK-8670G-01CBx356/UT2 #11 5 3 15-3.6 1:0.8-1:1.3 7.0 334 4000 v x x 65x42.8x60 48/58 JK-8009VCD I -17032P UOo113 14-16# 17 34  1.7-40 32 8 3500 615x400x605 52.5/57.5
JK-8009VCD I -23032P UO11314-16%# 23 46 1.7-40 32 8 3500 615x400x605 52.5/57.5

Note: DI stands for direct drive; UT stands for stepping cutting line lifting press foot: UT2 stands for stepper motor driving trimming

JK-8009VCD I -25032P UO113 14-16%# 25 50 1.7-4.0 3.2 8 3500 615x400x605 52.5/57.5

and press foot lifter, which is not standard equipped with upper trimmer; UTL stands for pneumatic trimmer and foot lifter: Cs stands for dense sewing.

Note: 1. UTL means computerized; 2. optional additional device: P(dentiform puller), PR(smooth puller), VWL(front elastic feeding device), VPL(tape attaching sewing), VSF(placket sewing),
VPQ(elastic wrinkled sewing3. Optional needle guage: 4 needles[1/4(6.4), 5/16(7.9), 11/32(8.7),3/8(9.5)]; 6 needles[3/16(4.8), 1/4(6.4), 5/16(7.9), 3/8(9.5)]; 8 needles 1/8(3.2), 3/16(4.8), 1/4(6.4),

: : ) 11/32(8.7)]; 12 needles [1/8(3.2); 3/16(4.8); 1/4(6.4)]; 13needles [1/8(3.2), 1/4(6.4)]. ! : )
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JK-8740C

Four - stitch And Six - thread Jointing Machine With Curved Arm

AR~

Fragment type presser foot,wide fabric adaptability

W i
Sports underwear, swimsuit, children's baby
clothes, wetsuit, yoga pants, etc I

Built in presser foot lift, high efficiency

Suitable for clot
items such as

—1 = R A hh O fabric cuttin thread cuttin optional .
W-_u ! ! l (m) OO (Jm;—r; (mln) (S.p.m) methoddevige method ¢ fu?wct\'ons accessones
JK-8740C-452-01-D-AW1S #11 6 4 14-30 1.06-1:1.5 6.0 30 3200  single cutter manual 64.5x53.5x49.5  44.3/58.4
JK-8740C-460-01-D-AW1S #11 6 4 14-30 1.06-1:1.5 6.0 30 3200  single cutter manual 64.5x53.5x49.5  44.3/58.4
JK-8740C-460-01-UTL-AW1S #11 6 4 14-30 1.06-1:1.5 6.0 30 3200  single cutter pneumatic 64.5x53.5x49.5  45.9/61.7
JK-8740C-460-01-UT-AW2S #11 6 4 14-30 1:.06-1:1.5 6.0 30 3200  single cutter electric 64.5x53.5x49.5  47.1/59.1
JK-8740C-452-02-D-AW1S #11 6 4 14-30 1:.06-1:1.5 6.0 30 3200 double cutters manual 64.5x53.5x49.5  44.3/58.4
JK-8740C-460-02-D-AW1S #11 6 4 1430 1.06-1:1.5 6.0 30 3200  double cutters manual 64.5x53.5x49.5  44.3/58.4
JK-8740C-452-02-UTL-AW1S #11 6 4 14-30 1:.06-1:15 6.0 30 3200 double cutters pneumatic 64.5x53.5x49.5  45.9/61.7
JK-8740C-460-02-UT-AW2S #11 6 4 14-30 1.06-1:1.5 6.0 30 3200  double cutters electric 64.5x53.5x49.5  47.1/59.1
JK-8740C-460-02H-D-AW1S #11 6 4 14-30 1.06-1:1.5 6.0 30 3200 double cutters manual 64.5x53.5x49.5  44.3/58.4
JK-8740C-452-02H-UTL-AW1S  #11 6 4 14-30 1.06-1:1.5 6.0 30 3200 double cutters pneumatic 64.5x53.5x49.5  45.9/61.7
JK-8740C-460-02H-UT-AW2S #11 6 4 14-30 1:.06-1:1.5 6.0 30 3200 double cutters electric 64.5x53.5x49.5  47.1/59.1
JK-8740C-460-01-D-AW1S-T1 #11 6 4 14-30 1:.06-1:1.5 6.0 30 3200 single cutter manual 64.5x53.5x49.5  44.3/58.4

Note: All electric press lifting feet are standard; D stands for direct drive, UT stands for electric trimmer,
UTL stands for pneumatic trimmer; AW1S represents pneumatic suction, AW2S stands for electric suction; 01 stands for single cut,02 stands for double cut, 02H represents double cut thick material;

JK-1500C-UT
High Speed Feed-Up-The Arm,Cylinder Bed Interlock Machine

Auto trimmer & auto foot lifter, Adapt to heavy and light material,
higher efficiency out put perfect stitch

Suitable for clothing shirts, suits, pants, down jackets, etc.

items such as

0One machine with muti function, Large space, convenient for operating
suitable for different processing

- ] . . A NW

IF-I ! l ‘ ah A —1;/ % pneumatic  upper decorative ] Aw

a3 ! | (Tnvr;) OO o (m!ﬂ) som thread trimming thread wiping (mm) (ko)
JK-1500C-156M-D  #11 5 3 12-45 1:07-1:18 8 315 3800 x x x 63.5x53.5x58.5  48/56
JK-1500C-164M-D  #11 5 3 12:45 1:07-1:18 8 315 3800 x x x 63.5x53.5x58.5  48/56
JK-1502C-164M-D #11 5 3 12-45 1:07-1:1.8 8 315 3800 x x x 63.5x53.5x58.5  48/56.5
JK-1500C-156M-UT #1153 12-45 107-1:18 8 315 3800 v x v 63.5x53.5x58.5 52.5/62.8
JK-1500C-156M-UT2  #11 5 3 12-45 118‘;'111‘3 8 315 3800 v x 63.5x53.5x58.5 52.3/62.5
JK-1500C-156M-UTL ~ #11 5 30 12-45 o0e 8 315 3800 x v N 63.5x53.5x58.5  48.8/59
JK-1500C-460M-UT ~ #11 6 4  12-45 57108 8 315 3800y x N 63.5x53.5x58.5 52.5/62.8
JK-1500C-156L-D #11 5 3 1245 107113 8 315 3800 x x x 68.5x51x65  50.5/56.5
JK-1500C-156L-UT ~ #11 5 3 1245 1.07-118 8 315 3800 vy x N 68.5x51x65  55/65.3
JK-1500C-156L-UT2 ~ #11 5 3 1245 107-118 8 315 3800y « 68.5x51x65  54.8/65
JK-1500C-156L-UTL ~ #11 5 3 1245 1:07-118 8 315 3800 M v v 68.5x51x65  51.3/61.5

Notice: D stands for Direct driving model; UT stands for computerized model; L stands for extended cylinder bed model
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JK-8787-UT

Small Square Head Computer Sewing Machine

P A
i
Suitable for clothing - ot
items such as Electromagnetic direct drive lift foot set
|'F—i. ' ‘ differential !V! M hh o optional Sccessories
— | - feeding frive ) OO spm functions
JK-8787-01GX356/UT 3 5 14-4.5 5.6 7 0.8-1.4 4500 D
JK-8787-01GX364/UT 3 5 14-45 6.4 7 0.8-1.4 4500 uT PLitoothed pulter)
JK-8787-02BX356/D 3 5 14-4.5 5.6 7 0.8-1.4 4500 uT2 PR smooth pulter)
JK-8787-02BX364/D 3 5 14-4.5 6.4 7 0.8-14 4500 UTL

Note: D is direct drive, UT is computerized, optional UT2 (without upper trimmer).

AT510-A

Automatic Rolling Buttom hemming machine
R S —

The daily output is 3000 pieces, efficiency
is improved by 30-50%

Suitable for clothing . . . .
T-shirts, thermal underwear, polo shirts without slits

10hoursA 50% ‘

Increase of
efficiency

» The cutting edge is unstale and has utting edge stability
rough edges
Others AT510-A
Reduce skills and increase efficiency by 50% Uniform trimming and stable quality
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TEMPLATE MACHIN
threading once a day only

I Special
machine series




M9

Anti-thread breakage template machine
Threading once a day only

Equipped with spirit spiderthread control system

The thread break is reduced by 80%, the sewing speed is increased by 20% , the efficiency is increased by 17%, Increased production by
38 pcs per day; The annual increase in income is 20,000 yuan.

0 SECOND SYNCHRONIZATION ALGORITHM

Nano materials coated thread passing parts, reduce friction by Algorithm supports 208 alignment calculations per stitch, the

0 THREAD CHANNELS TECHNOLOGY

70%, abrasion resistance increased by 170 times machine head adopts the lightweight design of aviation
aluminum, the synchronisation accuracy is increased by 20%,
Apply self-concentric frame, to make the torsion deviation

being less than 0.04 mm

30 million needles real machine test, historical sales data of
50,000 units, optimal thread channels design

P . - . -/ NW
= H Middle P F
[ Purpose ! iR sevinsrense iz 1 = Ve
“— (mm) (mm) (mm) (S.p.m) (mm) (kg)
M9-SS-F13-X Quilting and pattern  DPX 5, DPX17 1 2 1400X950 15 0.05-20 3600 2200X1220X 1650 610/690
sewing
M9-SS-F11BF13-X Q“““'”gejvniggpa“em DPX5, DPX17 1 2 1400X950 15 0.05-20 3600 2270X1220X1700 672/752

Note: Optional: F11B: Laser cutting device (120w) .

Standard: Standard with dry head, eliminate oil leakage; high-precision double screw, feeding without lint leakage; safety distance 8.5cm, template material saving 2cm.
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M7

Super high speed template machine
Make extra 20 pieces a day

A Increase speed by 20%
Speed
3600 -—
3000
Tradition New style Moder
M7

Needle and hook dual drive, 3600 rpm stable sewing

= H = i Middle P Foot — N
[ burpose g i R sevnsronee mpmem M () = Ve
“— - (mm) (mm) (mm) (S.p.m) (mm) (kg)
M7-SS-F13-X Q“““"ge:v"i:gpa“em DPX5, DPX17 1 2 1400%950 15 0.05-20 3600 2150X1220%1300 480/550
M7-SS-F11BF13-X Quilting and pattern  DPX5, DPX17 1 2 1400X 950 15 0.05-20 3600 2150X1220X 1300 550/620
sewing

Note: M7 standard F13 bottom line detection; F11B: Laser Cutting (120W)
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M5
THE LEADER OF IN-LINE TEMPLATE MACHINE

Small space use, large sewing arega, easy entry and exit of sewing line

.y 120cmX110cm
80cmX35cm

8 out of 10in-line template machine sare No ironing, no positioning, integrated Easy entry and exit of sewing line
Jacks sewing and trimming, increased
efficiency by 40%

| W— . y__/ NW
|Fil sewing range Rr?ta[(y ;g;%zg?:fe’ M\‘/‘?SIE;’EEDS\S;;:(OEDQ O Power lAlr Prefssure . — Aw
00 kw Volume of air use

— (mm) (mm) (mm) (s.p.m) (kw) (mm) (kg)
M5-X DPx5 DPx17 800x350 2Double 15 0.05-20 3500 1 0.4-0.6Mpa 3L/min 1200%1100 185/225
M5-F13F25-X" DPx5 DPx17 800x350 2Double 15 0.05-20 3500 2 0.4-0.6Mpa 3L/min 1200%1100 250/260
M5-F11AF13-X" DPx5 DPx17 800x350 2Double 15 0.05-20 3500 2 0.4-0.6Mpa 3L/min 1400x1100 255/305
M5-F11AF13F25-X7  DPx5 DPx17 800x350 2Double 15 0.05-20 3500 3 0.4-0.6Mpa 3L/min 1400%1100 285/335

Note: Alternative device--10T functiion,F11A:Hidden laser system,F13:bottom thread detection,F25:Dragon suction vacuum system.
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MG-80AP

Small Process Template Sewing Machine
Especially suitable for sewing workshop production line and the sewing unit combined with
hanging production line

80cmX55cm
A 150cmX150cm

Flexible Size, Easy To Place,High Efficiency

MG-80AP

Small Process intelligent template sewing machine

Optional device:

laser device(F11)

Wide use,multi-function,Easy to place

== ) H m sewingrange J;/ " 1] N%w
s Functions i ‘ (mm) >

“— - (mm) (mm) (S.p.m) (mm) (kg)
MG-BOAP-SSSTYX-F11AF13‘P Quilting and pattern  Dpx5 DPx17 DBx1 1 2 800%x550 15 0.05-20 3200 1620%x1350%1305 320/395

sewing

Note: Optional IoT, F13: Bottom thread detection, F11A: Laser cutting (100W), F11B: Laser cutting (120W)
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JK-T1900G

Multi-Function Computerized Bartack Machine

Shirts, jeans, non-woven bags, magic tape, shoes, bags, etc.

One machine with wide use, economic and useful

> B4
JK-T1900GS JK-T1903G

Bartacking Cap hole

Other bartack

Elasticjoint Cross bartack
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Part of bartack series patterns

] [ |

Part of button stitch series patterns

<

Bartack technical parameter

l.Fil Conctions ! i i Sewir}g()range Sewirzg)range i O =‘ N%W
— - (mm) (mm) (mm) (S.p.m) (mm) (kg)
JKTI900GSK ~ Hatand — ppxs 16# 1 2 40 30 13 3200 805x405x530 56/65
JK-T1900GS agntand  DPx5 16# 1 2 40 30 13 3200 805x405x530 56/65
JKTI900GHK ~ HeavyFabric  DPx17 19# 1 2 40 30 13 2700 805x405x530 56/65
JK-T1900GH Heavy Fabric  DPx17 19# 1 2 40 30 13 2700 805x405x530 56/65
JKTI900GMK  Knitted Fabric ~ DPx5 11# 1 2 40 30 13 2700 805x405x530 56/65
JKTIS00GM  Knitted Fabric ~ DPx5 11# 1 2 40 30 13 2700 805x405x530 56/65
JK-T1900GY Cap Hole DPx5 16# 1 2 40 30 13 2700 805x405x530 56/65
JK-T1906GS Pattern DPx17 14# 1 2 60 50 10 2700 805x405x530 58/68
JKTIO06GP  Elastic Attaching  DPx17 14# 1 2 60 50 10 2700 805x405x530 58/68

Note: Auto presser foot lifter, auto trimmer, auto wipper are standards. K:Bartacking and Button attaching can be transferred easily.

Button stitch technical parameter

If?i' Functions ! i i : i O = N%W

- mm N (mm) (S.p-m) (mm) (kg)

Pin buckle X:2.4-6.8
JK-T1903GSK knot swaps DPX17 14# 1 2 ®8-030 V2468 10 2700 805x405x530 56/65
- Automatically X:2.4-6.8
JK-T1903GR send button DPX17 14# 1 2 ®8-d25 V24638 13 2700 1020x870x1390 131177
- Special for X:2.4-6.8
JK-T1903G button stitch machine  DPX17 14# 1 2 ®8-030 V'24-68 10 2700 805x405x530 56/65

Note: standard function with auto presser foot lifter, auto trimming, auto thread wiping,
K means it can quickly switch bartack and button stitch functions
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JK-T430G

High-speed electronic bartack machine

Strong ability for thick fabric
sewing

Builtin 12 patterns, commonly Electromechanical integration,

used full coverage

plug and use immediately

Dot matrix screen design,

easy to operate

l.r_il Coctione l Sewir})g()range Sewingrange i =‘ N%W
T— (mm) (mm) (mm) (S.p.m) (mm) (kg)
JK-T430G-01 Woven material Dp X5 16# 40 30 17 3200 915X405X530 65/71
JK-T430G-02 Woven material Dp X7 19# 40 30 17 3200 915X405X530 65/71
JK-T430G-07  Woven material DpX5 11# 40 30 17 3200 915X405X530 65/71
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JK-T1903GR-DIlI

High-speed Electronic Button Attaching Machine With

P

Automatic Button Feeder

One automatic button machine can withstand
3 people’s working

10 second button change, 50% increase in efficiency,button cannot be removed after washing

' - © o % y_/ Ny
|F_' Functions ! i " e O -’ o
—E' l ! T T (mm) (S.p.m) (mm) (kg)
Pin buckle X:2.4-6.8
JK-T1903GSK knot swaps DPX17 14# 1 2 8-d30 V24638 10 2700 805x405x530 56/65
- Automatically ~ X:2.4-6.8
JK-T1903GR send button DPX17 14# 1 2 ®8-d25 V24638 13 2700 1020x870x1390 131177
R Special for R X:2.4-6.8
JK-T1903G button stitch machine DPX17 14# 1 2 ®8-d30 V'24-68 10 2700 805x405x530 56/65
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JK-T1790G JK-T781G

Super Fast Computerized Button Hole Machine New Integrated Electronic Lockstitch Buttonholing Machine

Suitable for clothing
items such as

Good knitting adaptation Quick switching between two Intelligent system, high speed and

types of stitching high efficiency
Button Hole ' . - Parallel — NW
I3 Functions size l ' Side Cutter  J4 Interspace J;/ ( > it S
— (mm) Function - (mm) (mm) (S.p.m) (mm) (kg)
JK-T1790GS-1-D  Knits material 25X 4 DPX5 12# 1 1/4"~3/4" 2 0.2-2.5 17 4200 880X390X635  66/78
JK-T1790GS-2-D  Knits material 35X 5 DPX5 12# 1 1/4"~1" 2 0.2-2.5 17 4200 880X390X635  66/78
JK-T1790GS-3-D Knits material  41X5 DP X5 12# 1 1/4"~11/4" 2 0.2-2.5 17 4200 880X390X635 66/78
Short Thread Remaining,No Need Thread Timmer Again Dot Screen, easy Operation Wide Rang Of Applications,
JK-T1791GS-D Knits material 70X 5 DPX5 12# 1 1/4"~11/4" 2 0225 17 4200 880X390X635  66/78 Beautiful Stitches
f : " " [— ' . - Parallel -/ NW
JK-T17926GS-D Knits material 120X 5 DPX5 124 1 1/4"~11/4 2 02:25 17 4200 880X390X635  66/78 [ Functions I l i sidecutter gy Interepace % - () i /ow
— (mm) function = (mm) 4 (S.p.m) (mm) (kg)
JK-T1790GK-1-D  Woven material 25X4 DPX5 11# 1 1/4"~3/4 2 0.2-2.5 17 4200 880X390X635 66/78 JKT781G-Z  Knits material 22X 4 DPX5 124 1 1/a"~3/4" 2 0225 Ni Ni 360 730X 365X 695 46/66
JK-T1790GK-2-D  Woven material 35X5 DPX5KN 11# 1 1/4"~1" 2 0.2-2.5 17 4200 880X390X635 66/78 JK-T782G-Z  Knits material 33X5 DPX5 12# 1 1/4"~1" 2 0.2-2.5 v v 3600 730X 365X695 46/66
JK-T783G-Z  Knits material 40X5 DPX5 12# 1 1/4"~1 1/4" 2 0.2-2.5 v v 3600 730X365X695  46/66
JK-T1790GK-3-D  Woven material 41X5 DPX5KN 11# 1 1/4"~11/4" 2 0.2-2.5 17 4200 880X390X635 66/78
JK-T781GK-Z Woven material 22 X4 DPX5 11# 1 1/4"~3/4" 2 0.2-2.5 v v 3600 730%X365X695  46/66
JK-T1791GK-D Woven material 70X 5 DPX5KN 11# 1 1/4"~11/4" 2 0.2-2.5 17 4200 880X390X635  66/78
JK-T1792GK-D Woven material 120X 5 DPX5KN 11# 1 1/4"~11/4" 2 0.2-2.5 17 4200 880X 390X 635 66/78

Noted:Standard with automatic lifting foot, automatic line cutting function;
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JK-T1377E

Integrated Computerized Button Attaching Machine

Needle protection, safe production

Lcd Operation Panel, Easy To Use

Program optimization, high efficiency

Integrated, Power Saving
And Environmental Protection

' - [ole) A NwW
[ S & Y - = o
— | ! o N 4 ) (S.p.m) (mm) (ko)
JK-TI377E  Tax116# 1 1 1028 (§%%55%) v v 9 1500 625x465x440  28.6/34.5
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JK-T373GR

Shearing motor handwheel Stepping motor

gp/punos Bunyi| 100} 19ssaid
NN NN N

)

Electric magnet  Stepping motor

JICK
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Integrated Computerized Button Attaching Machine

L BT T

JKT373GR

Stepping motor, operate lightly light sound Easy to learn and use, better A variety of automatic button
performance feeding devices are available
[ele) y__/ NW
|Fi' : X o) el ; ] AW
— I = o ; -
mm * (mm) (S.p.m) (mm) (kg)
JK-T373G TQx1 16# 1 10-28 Y§g-g*55-gfgm)rn) v 10 1500 630x470x440 26/32
JK-T373GR  TQx116# 1 8-25 ég;ggﬁ;ggm)m) v 13 1500 1220x840x1320  110/159
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JK-T9820G

Programmable Electronic Pattern Sewing
Machine Series

Symmetric stitching with strong three-dimensional effect

Laser positioning, efficient and fast

B ' ' dle swin v Ny
l ' O Functions L > Needle 9 Gw
s (S.p.m) (mm) (mm) amplitude 1 T
JK-T9820G-01-D  1000-2500rpm M “;AJA’ 542mm  052.0mm  1550mm  >12mm  DOX558-NY2 (16#) 230kg /188kg
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Programmable Electronic Pattern Sewing

Machine Series

|iscica020

Visual operation

Intelligent template recognition,
precision and labor saving

Template replacement,
efficient and accurate (3020K)

i .

High power, super thick

e

Intelligent central presser foot

|Pl7i' Sew(irr:]gml?ang = — Nw/éw

el (mm) (S.p.m) (mm) (kg)
JK-T1310 DPX17 11-25# 130X100 22 2700 1220Xx840x1320 140/190
JK-T2210/2210F1/2210F3/2210K DPX17 11-25# 200X100 22 2700 1220%x840X1320 136/186
JK-T3020/3020F4/3020K DPX17 11-25# 300X200 22 2700 1220X1220X 1320 222/288
JK-T6040 DPX17#19 600X 375 22 2500 1920X1620X 1440 343/479
JK-T10040 DPX17 11-25# 1000Xx400 22 2500 19201620 X 1440 352/488

Note: F1- rollover press foot (suitable for model JUK-T2210), F3- sideslip press foot (suitable for model JK-T2210),

K- clip device (suitable for model JK-T2210 and JK-T3020),Sewing range: F1is 110X 75 (mm), F3 is 180 X80 (mm), F4 is 190X 137 (mm).
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JK-T5878-68/78B JK-T5878-58G

Automatic Pocket Welting Machine Automatic Placket Setting Machine

k-
‘v

Em—

— |

—

= ez

ey —

—ﬂ.
—ﬂ

Easy to select different patterns

T
o'
V placket Thread break emergency stop, Laser positioning lamp,
no more useless work sewing more accurately
= & om0 = 7%
T—— = (mm) (S.p.m) (mm) (kg)
JK-T5878-58G DBX 1 11-14#(standard11#) 1 2 1-50 15-260 4000 2050X 1050 X 1580 258/350

JK-T9270G
High speed Feed-off-arm Machine

Bottom line detection, Single bar
operation worry

Automatic receiving, saving time and effort Double bar Pocketed cover
JK-T9280GA JK-T9270G
Suitable for clothing S ; : ; ;
s eaming of fabrics such as shirts and denim . .

_ 9 Ultra high speed with 4000 rpm
|fTi' Functions : ‘ needle gauge ! :I ( ) —} M and 30% faster of operation
— - (mm) (mm) (S.p.m) (mm) (kg)

JK-T5878-68B  straight pocket ~ MT X 190 14#-18# 2 4 8-20 18-220 3000 1570X1120%X 1470 277/360
- NW
JK-T5878-78B  slanted pocket  ppx1714#-18# 2 4 8-20 18-220 3000 1570X1120%X 1470 277/360 |’—'_‘il Needle H A X J;/ ) ( ) —( Vew
u <> = _ Functions
— Gauge - (mm) (mm) (S.p.m) (mm) (kg)
JK-T9270G-22-Q 3/16, 1/8 Tux64 12#,14# 2/3 4/6 35 13 Light Material-Medium Material 4000 500x520x420 Tikg
JK-T9270G-22-PE-Q  3/16, 1/8 TVX64 12#,144 2/3 4/6 35 13 Heavy Duty-Heavier Duty 4000 500x520x420 75kg
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I Hanger System series

Intelligent quick reverse
hanger system

Flexible software, achieving real-time integration of Al pre scheduling

and process, greatly improving production efficiency

Implement dynamic production line scheduling based on real-time
work hour calculation and employee skill matrix




Hanger System Parameter \

®HS6 STANDARD LINE

Children's clothes, shirts, T-shirts, suits, pants, etc

HS6

1700*2050*3000*460
1900*2050%*3200*460

2000*2150*3600*860

High end customization

®HB6 STANDARD LINE OF BASKET

Bras, underwear, shoes, handbags

1900%*2150%*3200*460

HS6-D 2200%*2300*3600*600

High end customization
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® HL6 CHAIN HIGH LINE

Four-piece set, cushion, horse coat, outdoor gear

Kid's wear / Beach pants / Short skirt / Casual shirt, etc. - Small & soft woven 1700*2500*3200*460 Long skirt/Suit/Uniform/Multi bag pants/Jeans/Garment finishing process
Military wear/Down jacket/Climbing wear/Suit/Uniform/Home textile/
Long pants / Jeans / Shirt / Sweater / Warm clothes / Pet's wear 1900*2600*3600*600 Garme¥1t finishing prjocess g
HL6
Down jacket / Overcoat / Suit / Uniform / Climbing wear / Cotton jacket / 2200*2800*3600*600 Whole series of the high-end knitting/woven
Garment finishing process
Cotton jacket /Climbing wear / Overcoat / Military wear/Suit /Small home textile Hi g h end customization Eiroorésgscs?gta/gggtcrighglytdoor things/Special home textile/Special finishing
©® HT6 HIGH LINE OF BASKET

Handbags, dresses, cartoon dolls, shoes

—_—— [

1900*2700*3600*600 Swimsuit/Underwear/Bra/Lady underwear/Silk/Small things
Swimsuit/Underwear/Bra/Lady underwear/Silk/Small things
HL6-D 2200*2800*4000*860 Shoe/Handbag/Finishing process/Accessories processing
Shoe/Handbag/Finishing process/Accessories processing
High end customization Shoes/Handbags/Finishing process/Toys

Shoes/Handbags/Finishing process/Toys
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